Rotorflush RF Series Filters - Technical Specifications

SELF CLEANING INLET SCREENS FOR SURFACE MOUNTED PUMPS

	
	RF200R
	RF400R
	RF200A
	RF400A
	RF200E
	RF400E

	Water supply to cleaning rotor
	Tapped from output side of main pump
	From own integrated pump

	Maximum pump output  (m3 /hour)  (1)
	3 - 7
	7 - 30
	3 - 7
	7 - 30
	3 - 7
	7 - 30

	Screen mesh aperture
	1.5 – 6.0mm
	1.5 – 6.0mm
	50 - 250 microns
	50 - 315 microns
	1.5 - 6mm
	1.5 – 6.0mm

	Dimensions (diameter x height) mm

(excl suctions / return couplings)
	200 x 98
	400 x 195
	210 x 115
	415 x 205
	200 x 330
	400 x 565

	Weight (kg)
	5
	14
	8
	18
	10
	25

	Construction

Filter cage and lid
	Cast aluminium
	316 stainless steel
	Cast aluminium

	Central turbine
	Cast aluminium
	Cast aluminium
	316 stainless steel
	Cast aluminium

	Jets
	Food grade natural rubber
	Cast aluminium
	316 stainless steel
	Food grade natural rubber

	Bearings
	Acetal copolymer
	Acetal copolymer
	Acetal copolymer

	Filter screen
	1.5mm – 6.0mm

perforated stainless steel 
	50 - 315  micron: sintered stainless steel woven mesh


	1.5mm – 6.0.0mm 

perforated stainless steel

	Integral pump
	
	200W single phase
	900W single and three phase

	Pipe connections

Suction
	1.25" BSP

galvanised
	2.5" BSP

galvanised
	1.25" BSP

316 stainless steel
	3" BSP

316 stainless steel
	1.25" BSP

galvanised
	2.5" BSP

galvanised

	Return
	0.75" BSP galvanised
	0.75" BSP 316 stainless steel
	Not applicable

	Operating pressure
	MIN 1.0 bar


	Not Applicable

	Proportion of pump output directed back to filter for back-washing m3/hour
	0.7 - 2.0 
	2.0 - 6.0
	0.7 - 2.0 
	2.0 - 6.0
	Not applicable


NB  (1)  Quoted output figures will be reduced by very fine filter screens and higher concentrations of suspended solids.
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