
615 mm

Screen apertures 1.5, 
3.0, 5.0 & 6.0mm

150mm flange 
Din 2576/PN10-316 

2" BSP connection 
for backwash

 
 

                                Rotorflush Self Cle aning Pump Intake Screens 
Models RF600-200/300/400/500R   

 
 
The Rotorflush Self Cleaning Intake Screens, provide maintenance free pump and wildlife protection when extracting water from lakes, 
rivers and the sea. They have internal backwashing jets that continually clean the stationery screen 40 times per minute 
 
The patented rubber backwash jets that mean no additional filters are required on the backwash line. The backwashing jets only require 3-5 metres head and 
the pressure loss across the screens are minimal, < 20 mb, so will not restrict pump inlets. These very robust high quality screens are available in 304 and 
316 stainless steel. 
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Dimensions 
(mm) 

Model 
Max Main 

pump output 
M3/hr 

Flow to 
backwash jets in 

fig 1 
configuration 

M3/hr 

Backwash 
pump power 
(kw) in fig 2 

configuration 

Screen apertures 
available 

Weight 
(kg) 

Diameter Height 

RF600-200R 90 18 0.55 1.5, 3.0, 5.0 and 6.0mm 60 615 700 
RF600-300R 130 26 0.75 1.5, 3.0, 5.0 and 6.0mm 70 615 800 
RF600-400R 180 36 1.1 1.5, 3.0, 5.0 and 6.0mm 80 615 900 
RF600-500R 225 45 1.5 1.5, 3.0, 5.0 and 6.0mm 90 615 1000 

Valve to adjust flow to backwash

Backwash pump


